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3.Installation Diagram:

L02 Manual Instruction

E Safety Notice: Model Power | Fixing Hole Centre
=snzasssn 1. Electrical installation should be done by professional person only LOZ-24V?/-§OO(Y) 240 g
sl e 2. Disconnect the luminaire from supply and wait until luminaire is [02-24W-60000) | 24W 300mm
OFF cooled down, before replacement of the driver L02-24W-1200(Y) | 24W
3. Never touch the lamp while luminaire is switched on L02-40W-1200(Y) | 40w 700mm
4.1n any case of malfunction disconnect luminaire from supply L02-24W-12000) | 24W
immediately, don't try to repair the luminaire yourself, repair should tggggwggg% )) zg\x
only be done by professional person or official service agent. L02-50W-1500(Y) | 50W 800mm
- Turn off the switch. 5. Luminaire is not intended for looping-in connections. 102-36W-1500(0) | 36W
102-50W-1500(0) | 50W

(@ Loosen the nut of the cable gland ,put the cable
through the cable gland.
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@ Connect the cable on the terminal block as
below shown and tighten the cable gland

@ Insert @6mm expansion
pipe in the wall fix the
mounting bracket by M4 screw.

@ The lamps and
lanterns
is installed

® lock screw
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IE @ Fix lamp on the wall
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Non-slip gasket

M4 screw

14 screw nut

Lock must be
safe and reliable
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: Turn on the switch.




