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Dimensions 
   

 
Unit: mm 
 
 
 

Features & Benefits 
• 3~5 years full performance warranty 
• Replace 480W Philips HPS lamp 
• Low power consumption 
• Instant on/off operation 
• Universal input 100-260 V, 50/60 Hz 
• Superior color rendering index compared to HID light source 
• Mercury free 
• L70 rated for 50.000 hrs. @ 25°C (≤ 30% lumen depreciation) 
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HB1405-02240W 
 
General Charaterics  
Rated Avg. Life     50,000Hrs 

Main Application    High bay/Low bay/Flood    

Dimming Function     Dimmable      

Body Materials       Aluminum Alloy 

Finish Color Availability Black and Customizable 

Warranty           3~5 Yrs. 
Mounting Method  Hook + Additional Safety Cord 

 

 
Light Technical Characteristics 
 
LED Chip Information   Epistar 5050 
Quantity of LED Chips   216 pcs 

Color Temperature   3000~6000K 
Initial Lumens    28,800lm 

Luminous Efficacy   120lm/W 

Lumens Depreciation (50,000Hrs)   10% 

Beam Angle    45/70/90/110 Degree 
CRI          75 

 
 
 

Electrical Characteristics 
Watts                   240W 
Lamp Voltage            AC90-305V 
Typ. Forward Current     350mA 
Ignition Time              <1Sec. 
Driver Brand            Meanwell  
Driver PF Value         ≥0.95 
Nominal Frequency      50/60Hz 
  
 
 
Environmental Characteristics 
RoHS 

 
 

Product Data 
 
Product Number   HB1405-02240W 

Size              ø35.7*30.4cm 

Net Weight        6kg 

 

 
 
 
Approvals 
 
IP Rating          65   

Insulation Class     I 

Permissible Ambient Temperature  -30~60℃ 

Standard 

Certification  CE, EMC,LVD, (UL, cUL, SAA 

pending) 

 
 
 
Accessories 
 
Aluminum Shield  40/70/90 degree 

Acrylic Diffuser    Available 

Adjustable Bail for Surface Mounting   Available 

(Flood Light) 

 
 

Packing list 
 
Pieces per Sku  1 

Skus/Case  1 

SKU Volume  40*40*26.5cm 

Case Volume  40*40*26.5cm 

CBM  0.0424 

Gross Weight   

Volume Weight  8.48KG 

SKUs/20GP  480 

SKUs/40GP  1440 

SKUs/40HQ  1620  
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Light Distribution Curve 
45 degree len 

 
 

 
 
Luminous intensity 
45 degree Len 

 
  Height       Eavg, Emax             Angle: 46.60deg                          Diameter         
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Light Distribution Curve 
70 degree len 

 
 

 
 
Luminous intensity 
70 degree Len 

 

  Height       Eavg, Emax             Angle: 70.90deg                          Diameter         
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Light Distribution Curve 
110 degree len 

 
 

 
 
Luminous intensity 
110 degree Len 

 
  Height       Eavg, Emax             Angle: 111.90deg                          Diameter         
 


