
Gorgeous Lighting Co.,Ltd. Cell:+86 158 5921 3665 Tel: +86 592 559 4418

www.saving-star.com ledlight@saving-star.com, savingledlight@gmail.com
Part No. TP148100W Part No. TP148120W

Color Ww/Nw/Cw Color Ww/Nw/Cw
Color Temp(Kevin) 3000K/4000K/5000K/6000K Color Temp(Kevin) 3000K/4000K/5000K/6000K
Lumen(lm) 10000(Milky)/11000(Clear) Lumen(lm) 12000(Milky)/13500(Clear)
CRI(Ra) >80 CRI(Ra) >80
Wattag (w) 100 Wattag (w) 120
Beam Angle 120° Beam Angle 120°
Power supply Meanwell AC100-277V* Power supply Meanwell AC100-277V*
Installation Surface mounted/Suspendant Installation Surface mounted / Suspendant
Dimmable 1-10Vdc/PWM/resistance Dimmable 1-10Vdc/PWM/resistance
Dimension (mm) 1200*120*90 Dimension (mm) 1200*120*90
LED Type LEXTAR 2835 LED Type LEXTAR 2835
Housing alumimum body Housing alumimum body
Housing Color aluminum Housing Color aluminum
Optics( Cover) Clear or milky Optics( Cover) Clear or milky
Applications Indoor or outdoor IP65 Applications Indoor or outdoor IP65
Price t.b.a Price t.b.a

Part No. TP148150W

Color Ww/Nw/Cw
Color Temp(Kevin) 3000K/4000K/5000K/6000K
Lumen(lm) 15000(Milky)/16500(Clear)
CRI(Ra) >80
Wattag (w) 150
Beam Angle 120°
Power supply Meanwell AC100-277V*
Installation Surface mounted/Suspendant
Dimmable 1-10Vdc/PWM/resistance
Dimension (mm) 1200*120*90
LED Type LEXTAR 2835
Housing alumimum body
Housing Color aluminum
Optics( Cover) Clear or milky
Applications Indoor or outdoor IP65
Price t.b.a

Remark: *input voltage can be AC180-528V
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Remark: *input voltage can be AC180-528V Remark: *input voltage can be AC180-528V
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Specifications Specifications

Specifications

TP148 series  led tri‐proof lamp



Part No. TP148120W2 Part No. TP148150W2

Color Ww/Nw/Cw Color Ww/Nw/Cw
Color Temp(Kevin) 3000K/4000K/5000K/6000K Color Temp(Kevin) 3000K/4000K/5000K/6000K
Lumen(lm) 12000(Milky)/13500(Clear) Lumen(lm) 15000(Milky)/16500(Clear)
CRI(Ra) >80 CRI(Ra) >80
Wattag (w) 120 Wattag (w) 150
Beam Angle 120° Beam Angle 120°
Power supply Meanwell AC100-277V* Power supply Meanwell AC100-277V*
Installation Surface mounted / Suspendant Installation Surface mounted/Suspendant
Dimmable 1-10Vdc/PWM/resistance Dimmable 1-10Vdc/PWM/resistance
Dimension (mm) 1500*120*90 Dimension (mm) 1500*120*90
LED Type LEXTAR 2835 LED Type LEXTAR 2835
Housing alumimum body Housing alumimum body
Housing Color aluminum Housing Color aluminum
Optics( Cover) Clear or milky Optics( Cover) Clear or milky
Applications Indoor or outdoor IP65 Applications Indoor or outdoor IP65
Price t.b.a Price t.b.a

Part No. TP148150W3 Part No. TP148200W

Color Ww/Nw/Cw Color Ww/Nw/Cw
Color Temp(Kevin) 3000K/4000K/5000K/6000K Color Temp(Kevin) 3000K/4000K/5000K/6000K
Lumen(lm) 15000(Milky)/16500(Clear) Lumen(lm) 20000(Milky)/22000(Clear)
CRI(Ra) >80 CRI(Ra) >80
Wattag (w) 150 Wattag (w) 200
Beam Angle 120° Beam Angle 120°
Power supply Meanwell AC100-277V* Power supply Meanwell AC100-277V*
Installation Surface mounted / Suspendant Installation Surface mounted / Suspendant
Dimmable 1-10Vdc/PWM/resistance Dimmable 1-10Vdc/PWM/resistance
Dimension (mm) 1800*120*90 Dimension (mm) 1800*120*90
LED Type LEXTAR 2835 LED Type LEXTAR 2835
Housing alumimum body Housing alumimum body
Housing Color aluminum Housing Color aluminum
Optics( Cover) Clear or milky Optics( Cover) Clear or milky
Applications Indoor or outdoor IP65 Applications Indoor or outdoor IP65
Price t.b.a Price $160

Above prices are based on Meanwell led drivers.(Ask for 7% discount when the quantity is 1000pcs)
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Remark: *input voltage can be AC180-528V Remark: *input voltage can be AC180-528V
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Specifications Specifications

Remark: *input voltage can be AC180-528V Remark: *input voltage can be AC180-528V



Remarks:
Kindly note, the MOQ is 200pcs, the price for sample order will be 20% higher.
1. Payments: T/T
2. Delivery time: 15days after receiving the payment from customers.
3. Different color temperature, same price Gorgeous Lighting Co.,Ltd.
4. Certification: CE RoHS ledlight@saving-star.com, savingledlight@gmail.com
5. Available date until Dec. 30th,2014 Cell:+86 158 5921 3665 T: +86 592 559 4418
6. Above prices containing accessory for installation 
7. Five years warranty.


