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TPL1404 series LED Tri-proof Light- GRP version
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Total Colour Product Size Q'ty/CTN | Carton Size
Model No. | poyer Lumen Ra Temperature| LxWxH(mm) | LF(MM) | “(pcs) (mm)
24W-1160 24W 2400
36-1160 36W 3600 2700K 4000K | 1160X120X108 | 770 . 1192X243X248
. 48W 4800 Ra>80

48-1160 5000K 6500K
34-1560 34W 3400

1560X120X108 1100 1592X243X248
60-1560 60W 6000

LED Driver Brand: _ OSRAM
LeD Brand: GZIEY® @ LG

Life's Good
Impact resistant is a vandal resistant luminaire that can withstand accidental damage.
Typical applications are loading bays,multi storey car parks ,subways,sports stadiums
and warehouses.
® High impact polycarbonate diffuser
® | ED Module
e Dimmable(TRIAC, 0-10V, DALI) and emergency options

Corrosion resistant is suitable for any location where the atmosphere contains trace
chemicals or where specialist cleaning agents are used.Typical applications are kitchen
room, food processing area,dairies, agricultural buildings and farms,like chicken farm,pig
farm,cattle farm......

® PMMA diffuser

® LED Module

® Dimmable(TRIAC, 0-10V, DALI) and emergency options

Cold resistant provides an IP65 lighting solution in low temperature locations.Typical
applications are cold stores and chill rooms.

® High impact polycarbonate diffuser

® -40°C low temperature operation

e Long life industrial led driver

Heat resistantis a lighting solution for any location that withstand high ambient
temperatures.

Typical applications are boiler rooms or industrial locations.

® High impact polycarbonate diffuser

® 65°C high temperature operation

® Long life industrial led driver

Storm resistant can be used on walkways,metal gantries and flexible structures.ldeal for
power stations and exposed coastal areas.

® Polycarbonate or PMMA diffuser options

® LED Module

e Emergency options




Corrosion Resistant

A high performance,corrosion
resistant IP65 proof range. Made
from materials selected to withstand
aggressive atmospheres laden with
salts,acids and mineral oils.

Corrosion resistant is constructed from materials that make it suitable
for locations that are exposed to liquids or atmospheres that contain
potentially corrosive chemicals.Typical areas include food

processing areas or milk dairies but also in areas where specialised
.cleaning agents are used

Lamps: LED Module, Samsung
LED,BJB Connector

Materials/Finish
Housing:glass-fibre
reinforced polyester
Diffuser:PMMA with primatic.
Gasket:Silicon material.

Clips: 304 or 316 stainless steel.

Gear tray:steel,white
enamelled finish

Installation/Mounting

Cable entry positions at the
back and each end of the
fitting.

Supplied with IP65 grommet,
Stainless steel quick fix
brackets

Supplied with each luminaire,
Stainless steel clips are fixed on
the body to prevent

loss during maintenance,and
Steel gear tray is retained by
finger operated spring latches.
Accessory kits in a plastic
bag,conduit mounting,chain
suspension and catenary
Suspension are all available.
Through wire kits can be

Standards

Designed and manufactured to
comply with EN 60598
Emergency EN60598 2.22.

@ Class | Electrical
IKO7(PMMA diffuser)

IKO8(PC diffuser)
IK10(Housing)

850°C glow wire test

Key Features

®GRP Housing

eCorrosion resistant PMMA
diffuser

® Module with samsung LED

® Philips / Osram / Tridonic
LED Driver

®|ntegral 3 hour maintained
emergency versions

eDALI/0-10V / TRIAC options

eGood chemical resistance
Horizontal or vertical

® applications

eStainless steel toggles

®Through wire options

eQuick-fix brackets supplied

Applications:

® Abattoirs
®Agricultural buildings
®Factories

eGarages

eKitchens

ePlant rooms

®Process areas
eTransport terminals
eWine Cellars

®Paper processing
eTextile processing plants
®Cheese dairies

®Farms
corrosionforce Diffuser | Housing
PMMA GRP

UV Resistance Good Good
Impact Resistance | IKO7 IK10
Res[stance to Excellent | Excellent
ageing
Silicone free Yes Yes
Glow wire test 650°C 850°C
Heat ist f

ea're.5|s ance‘o 95 °C 160°C
Luminaire plastics
UV Transmittance Yes n/a




Boiler room Cold storage
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